TECNOUTENSILI <.

UTENSILERIA

EPTR

PUNZONI A TESTA RINFORZATA

MAT : Acciaio super rapido
GAMBO : 62 + 64 HRC
TESTA : 50 + 3 HRC

Codice D2 +/0.5 K +
EPTR02071 2 71 3 3 1 15° 3.5
EPTR02080 2 80 3 3 1 15° 3.5
EPTR02.1071 2.1 71 3.2 3 1 15° 3.5
EPTR02.1080 2.1 80 3.2 3 1 15° 3.5
EPTR02.3071 2.3 71 3.5 3 1 15° 5
EPTRO02.3080 2.3 80 3.5 3 1 15° 5
EPTRO02.6071 2.6 71 4 3 1 20° 6.5
EPTRO02.6080 2.6 80 4 3 1 20° 6.5
EPTRO03071 3 71 4.5 3 1 20° 6.5
EPTR03080 3 80 4.5 3 1 20° 6.5
EPTR03.5071 3.5 71 5 3 1 20° 8
EPTR03.5080 3.5 80 5 3 1 20° 8
EPTR04071 4 71 55 4 1.5 15° 8
EPTR04080 4 80 5.5 4 1.5 15° 8
EPTR04100 4 100 55 4 1.5 15° 8
EPTR04.5071 4.5 71 6 4 1.5 15° 8
EPTR04.5080 4.5 80 6 4 1.5 15° 8
EPTR04.5100 4.5 100 6 4 1.5 15° 8
EPTR05071 5 71 7 4 1.5 20° 10
EPTR05080 5 80 7 4 1.5 20° 10
EPTR05100 5 100 7 4 1.5 20° 10
EPTR05.5071 5.5 71 8 4 1.5 25° 10
EPTRO05.5080 5.5 80 8 4 1.5 25° 10
EPTRO05.5100 5.5 100 8 4 1.5 25° 10
EPTRO06071 6 71 9 4 1.5 30° 10
EPTR06080 6 80 9 4 1.5 30° 10
EPTR06100 6 100 9 4 1.5 30° 10
EPTR06.5071 6.5 71 10 4 1.5 35° 12
EPTRO06.5080 6.5 80 10 4 1.5 35° 12
EPTR06.5100 6.5 100 10 4 1.5 35° 12
EPTR07.5071 75 71 11 4 1.5 35° 12
EPTR07.5080 75 80 11 4 1.5 35° 12
EPTRO07.5100 7.5 100 1 4 1.5 35° 12
EPTR08.5071 8.5 71 13.2 4 1.5 40° 15
EPTRO08.5080 8.5 80 13.2 4 1.5 40° 15
EPTR08.5100 8.5 100 13.2 4 1.5 40° 15
EPTR09.5071 9.5 71 14.5 4 1.5 40° 15
EPTRO09.5080 9.5 71 14.5 4 1.5 40° 15
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MAT : Acciaio super rapido
GAMBO : 62 + 64 HRC
TESTA : 50 + 3 HRC

Codice D2 +/0.5 K
EPTR09.5100 9.5 100 14.5 4 1.5 40° 15
EPTR10.5071 10.5 71 15 4 1.5 40° 15
EPTR10.5080 10.5 80 15 4 1.5 40° 15
EPTR10.5100 10.5 100 15 4 1.5 40° 15
EPTR11.5071 1.5 71 16.5 4 1.5 40° 15
EPTR11.5080 11.5 80 16.5 4 1.5 40° 15
EPTR11.5100 1.5 100 16.5 4 1.5 40° 15
EPTR12.5071 12.5 71 17.5 4 1.5 40° 15
EPTR12.5080 12.5 80 17.5 4 1.5 40° 15
EPTR12.5100 12.5 100 17.5 4 1.5 40° 15
EPTR13.5071 13.5 71 18.5 4 1.5 40° 15
EPTR13.5080 13.5 80 18.5 4 1.5 40° 15
EPTR13.5100 13.5 100 18.5 4 1.5 40° 15
EPTR14.5071 14.5 71 19 4 1.5 40° 15
EPTR14.5080 145 80 19 4 1.5 40° 15
EPTR14.5100 14.5 100 19 4 1.5 40° 15
EPTR15.5071 15.5 71 20 4 1.5 40° 15
EPTR15.5080 15.5 80 20 4 1.5 40° 15
EPTR15.5100 15.5 100 20 4 1.5 40° 15
EPTR16.5071 16.5 71 21 4 1.5 40° 15
EPTR16.5080 16.5 80 21 4 1.5 40° 15
EPTR16.5100 16.5 100 21 4 1.5 40° 15
EPTR17.5071 17.5 71 22 4 1.5 40° 15
EPTR17.5080 17.5 80 22 4 1.5 40° 15
EPTR17.5100 17.5 100 22 4 1.5 40° 15
EPTR18.5071 18.5 71 23 4 1.5 40° 15
EPTR18.5080 18.5 80 23 4 1.5 40° 15
EPTR18.5100 18.5 100 23 4 1.5 40° 15
EPTR19.5071 19.5 71 25 7 1.5 45° 15
EPTR19.5080 19.5 80 25 7 15 45° 15
EPTR19.5100 19.5 100 25 7 1.5 45° 15
EPTR19.6071 19.6 71 25 7 1.5 45° 15
EPTR19.6080 19.6 80 25 7 1.5 45° 15
EPTR19.6100 19.6 100 25 7 1.5 45° 15
EPTR19.7071 19.7 71 25 7 1.5 45° 15
EPTR19.7080 19.7 80 25 7 1.5 45° 15
EPTR19.7100 19.7 100 25 7 1.5 45° 15
EPTR19.8071 19.8 71 25 7 1.5 45° 15
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MAT : Acciaio super rapido
GAMBO : 62 + 64 HRC
TESTA : 50 + 3 HRC

Codice D2 +/0.5 K
EPTR19.8080 19.8 80 25 7 1.5 45° 15
EPTR19.8100 19.8 100 25 7 1.5 45° 15
EPTR19.9071 19.9 71 25 7 1.5 45° 15
EPTR19.9080 19.9 80 25 7 1.5 45° 15
EPTR19.9100 19.9 100 25 7 1.5 45° 15
EPTR20071 20 71 25 7 1.5 45° 15
EPTR20080 20 80 25 7 1.5 45° 15
EPTR20100 20 100 25 7 1.5 45° 15
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