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TCL/D
ESPULSORE TESTA CILINDRICA 
NON NITRURATO LAVORABILE DIN 1530

MAT : DIN 1.2344 Bonificato
TESTA : 45 ± 5 HRC
DUREZZA :HRC 38/43

Codice D L D1 K R
TCL/D01.50100 1.5 100 3 1.5 0.2
TCL/D01.50125 1.5 125 3 1.5 0.2
TCL/D01.50160 1.5 160 3 1.5 0.2
TCL/D01.50200 1.5 200 3 1.5 0.2
TCL/D020100 2.0 100 4 2 0.2
TCL/D020125 2.0 125 4 2 0.2
TCL/D020160 2.0 160 4 2 0.2
TCL/D020200 2.0 200 4 2 0.2
TCL/D020250 2.0 250 4 2 0.2

TCL/D02.20100 2.2 100 4 2 0.2
TCL/D02.20125 2.2 125 4 2 0.2
TCL/D02.20160 2.2 160 4 2 0.2
TCL/D02.20200 2.2 200 4 2 0.2
TCL/D02.50100 2.5 100 5 2 0.3
TCL/D02.50125 2.5 125 5 2 0.3
TCL/D02.50160 2.5 160 5 2 0.3
TCL/D02.50200 2.5 200 5 2 0.3
TCL/D02.50250 2.5 250 5 2 0.3
TCL/D02.50315 2.5 315 5 2 0.3
TCL/D02.70100 2.7 100 5 2 0.3
TCL/D02.70125 2.7 125 5 2 0.3
TCL/D02.70160 2.7 160 5 2 0.3
TCL/D02.70200 2.7 200 5 2 0.3
TCL/D02.70250 2.7 250 5 2 0.3
TCL/D02.70315 2.7 315 5 2 0.3
TCL/D030100 3.0 100 6 3 0.3
TCL/D030125 3.0 125 6 3 0.3
TCL/D030160 3.0 160 6 3 0.3
TCL/D030200 3.0 200 6 3 0.3
TCL/D030250 3.0 250 6 3 0.3
TCL/D030315 3.0 315 6 3 0.3
TCL/D030400 3.0 400 6 3 0.3
TCL/D030500 3.0 500 6 3 0.3

TCL/D03.20100 3.2 100 6 3 0.3
TCL/D03.20125 3.2 125 6 3 0.3
TCL/D03.20160 3.2 160 6 3 0.3
TCL/D03.20200 3.2 200 6 3 0.3

Codice D L D1 K R
TCL/D03.20250 3.2 250 6 3 0.3
TCL/D03.20315 3.2 315 6 3 0.3
TCL/D03.20400 3.2 400 6 3 0.3
TCL/D03.50100 3.5 100 7 3 0.3
TCL/D03.50125 3.5 125 7 3 0.3
TCL/D03.50160 3.5 160 7 3 0.3
TCL/D03.50200 3.5 200 7 3 0.3
TCL/D03.50250 3.5 250 7 3 0.3
TCL/D03.50315 3.5 315 7 3 0.3
TCL/D03.50400 3.5 400 7 3 0.3
TCL/D03.70100 3.7 100 7 3 0.3
TCL/D03.70125 3.7 125 7 3 0.3
TCL/D03.70160 3.7 160 7 3 0.3
TCL/D03.70200 3.7 200 7 3 0.3
TCL/D03.70250 3.7 250 7 3 0.3
TCL/D03.70315 3.7 315 7 3 0.3
TCL/D03.70400 3.7 400 7 3 0.3
TCL/D040100 4.0 100 8 3 0.3
TCL/D040125 4.0 125 8 3 0.3
TCL/D040160 4.0 160 8 3 0.3
TCL/D040200 4.0 200 8 3 0.3
TCL/D040250 4.0 250 8 3 0.3
TCL/D040315 4.0 315 8 3 0.3
TCL/D040400 4.0 400 8 3 0.3
TCL/D040500 4.0 500 8 3 0.3

TCL/D04.20125 4.2 125 8 3 0.3
TCL/D04.20160 4.2 160 8 3 0.3
TCL/D04.20200 4.2 200 8 3 0.3
TCL/D04.20250 4.2 250 8 3 0.3
TCL/D04.20315 4.2 315 8 3 0.3
TCL/D04.20400 4.2 400 8 3 0.3
TCL/D04.50125 4.5 125 8 3 0.3
TCL/D04.50160 4.5 160 8 3 0.3
TCL/D04.50200 4.5 200 8 3 0.3
TCL/D04.50250 4.5 250 8 3 0.3
TCL/D04.50315 4.5 315 8 3 0.3
TCL/D04.50400 4.5 400 8 3 0.3
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TCL/D
ESPULSORE TESTA CILINDRICA 
NON NITRURATO LAVORABILE DIN 1530

Codice D L D1 K R
TCL/D050100 5.0 100 10 3 0.3
TCL/D050125 5.0 125 10 3 0.3
TCL/D050160 5.0 160 10 3 0.3
TCL/D050200 5.0 200 10 3 0.3
TCL/D050250 5.0 250 10 3 0.3
TCL/D050315 5.0 315 10 3 0.3
TCL/D050400 5.0 400 10 3 0.3
TCL/D050500 5.0 500 10 3 0.3

TCL/D05.20100 5.2 100 10 3 0.3
TCL/D05.20125 5.2 125 10 3 0.3
TCL/D05.20160 5.2 160 10 3 0.3
TCL/D05.20200 5.2 200 10 3 0.3
TCL/D05.20250 5.2 250 10 3 0.3
TCL/D05.20315 5.2 315 10 3 0.3
TCL/D05.20400 5.2 400 10 3 0.3
TCL/D05.20500 5.2 500 10 3 0.3
TCL/D05.50100 5.5 100 10 3 0.3
TCL/D05.50125 5.5 125 10 3 0.3
TCL/D05.50160 5.5 160 10 3 0.3
TCL/D05.50200 5.5 200 10 3 0.3
TCL/D05.50250 5.5 250 10 3 0.3
TCL/D05.50315 5.5 315 10 3 0.3
TCL/D05.50400 5.5 400 10 3 0.3
TCL/D05.50500 5.5 500 10 3 0.3
TCL/D060100 6.0 100 12 5 0.5
TCL/D060125 6.0 125 12 5 0.5
TCL/D060160 6.0 160 12 5 0.5
TCL/D060200 6.0 200 12 5 0.5
TCL/D060250 6.0 250 12 5 0.5
TCL/D060315 6.0 315 12 5 0.5
TCL/D060400 6.0 400 12 5 0.5
TCL/D060500 6.0 500 12 5 0.5
TCL/D060630 6.0 630 12 5 0.5

TCL/D06.20100 6.2 100 12 5 0.5
TCL/D06.20125 6.2 125 12 5 0.5
TCL/D06.20160 6.2 160 12 5 0.5
TCL/D06.20200 6.2 200 12 5 0.5

Codice D L D1 K R
TCL/D06.20250 6.2 250 12 5 0.5
TCL/D06.20315 6.2 315 12 5 0.5
TCL/D06.20400 6.2 400 12 5 0.5
TCL/D06.20500 6.2 500 12 5 0.5
TCL/D06.50100 6.5 100 12 5 0.5
TCL/D06.50125 6.5 125 12 5 0.5
TCL/D06.50160 6.5 160 12 5 0.5
TCL/D06.50200 6.5 200 12 5 0.5
TCL/D06.50250 6.5 250 12 5 0.5
TCL/D06.50315 6.5 315 12 5 0.5
TCL/D06.50400 6.5 400 12 5 0.5
TCL/D06.50500 6.5 500 12 5 0.5
TCL/D070100 7.0 100 12 5 0.5
TCL/D070125 7.0 125 12 5 0.5
TCL/D070160 7.0 160 12 5 0.5
TCL/D070200 7.0 200 12 5 0.5
TCL/D070250 7.0 250 12 5 0.5
TCL/D070315 7.0 315 12 5 0.5
TCL/D070400 7.0 400 12 5 0.5
TCL/D070500 7.0 500 12 5 0.5
TCL/D070630 7.0 630 12 5 0.5

TCL/D07.20100 7.2 100 12 5 0.5
TCL/D07.20125 7.2 125 12 5 0.5
TCL/D07.20160 7.2 160 12 5 0.5
TCL/D07.50100 7.5 100 12 5 0.5
TCL/D07.50125 7.5 125 12 5 0.5
TCL/D07.50160 7.5 160 12 5 0.5
TCL/D07.50200 7.5 200 12 5 0.5
TCL/D07.50250 7.5 250 12 5 0.5
TCL/D07.50315 7.5 315 12 5 0.5
TCL/D07.50400 7.5 400 12 5 0.5
TCL/D080100 8.0 100 14 5 0.5
TCL/D080125 8.0 125 14 5 0.5
TCL/D080160 8.0 160 14 5 0.5
TCL/D080200 8.0 200 14 5 0.5
TCL/D080250 8.0 250 14 5 0.5
TCL/D080315 8.0 315 14 5 0.5

MAT : DIN 1.2344 Bonificato
TESTA : 45 ± 5 HRC
DUREZZA :HRC 38/43
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TCL/D
ESPULSORE TESTA CILINDRICA 
NON NITRURATO LAVORABILE DIN 1530

Codice D L D1 K R
TCL/D080400 8.0 400 14 5 0.5
TCL/D080500 8.0 500 14 5 0.5
TCL/D080630 8.0 630 14 5 0.5

TCL/D08.20100 8.2 100 14 5 0.5
TCL/D08.20125 8.2 125 14 5 0.5
TCL/D08.20160 8.2 160 14 5 0.5
TCL/D08.20200 8.2 200 14 5 0.5
TCL/D08.20250 8.2 250 14 5 0.5
TCL/D08.20315 8.2 315 14 5 0.5
TCL/D08.20400 8.2 400 14 5 0.5
TCL/D08.20500 8.2 500 14 5 0.5
TCL/D08.20630 8.2 630 14 5 0.5
TCL/D08.50100 8.5 100 14 5 0.5
TCL/D08.50125 8.5 125 14 5 0.5
TCL/D08.50160 8.5 160 14 5 0.5
TCL/D08.50200 8.5 200 14 5 0.5
TCL/D08.50250 8.5 250 14 5 0.5
TCL/D08.50315 8.5 315 14 5 0.5
TCL/D08.50400 8.5 400 14 5 0.5
TCL/D08.50500 8.5 500 14 5 0.5
TCL/D08.50630 8.5 630 14 5 0.5
TCL/D090100 9.0 100 14 5 0.5
TCL/D090125 9.0 125 14 5 0.5
TCL/D090160 9.0 160 14 5 0.5
TCL/D090200 9.0 200 14 5 0.5
TCL/D090250 9.0 250 14 5 0.5
TCL/D090315 9.0 315 14 5 0.5
TCL/D090400 9.0 400 14 5 0.5
TCL/D090500 9.0 500 14 5 0.5
TCL/D090630 9.0 630 14 5 0.5

TCL/D09.50100 9.5 100 14 5 0.5
TCL/D09.50125 9.5 125 14 5 0.5
TCL/D09.50160 9.5 160 14 5 0.5
TCL/D100100 10.0 100 16 5 0.5
TCL/D100125 10.0 125 16 5 0.5
TCL/D100160 10.0 160 16 5 0.5
TCL/D100200 10.0 200 16 5 0.5

Codice D L D1 K R
TCL/D100250 10.0 250 16 5 0.5
TCL/D100315 10.0 315 16 5 0.5
TCL/D100400 10.0 400 16 5 0.5
TCL/D100500 10.0 500 16 5 0.5
TCL/D100630 10.0 630 16 5 0.5

TCL/D10.20100 10.2 100 16 5 0.5
TCL/D10.20125 10.2 125 16 5 0.5
TCL/D10.20160 10.2 160 16 5 0.5
TCL/D10.20200 10.2 200 16 5 0.5
TCL/D10.20250 10.2 250 16 5 0.5
TCL/D10.20315 10.2 315 16 5 0.5
TCL/D10.20400 10.2 400 16 5 0.5
TCL/D10.20500 10.2 500 16 5 0.5
TCL/D10.20630 10.2 630 16 5 0.5
TCL/D10.50100 10.5 100 14 5 0.5
TCL/D10.50125 10.5 125 16 5 0.5
TCL/D10.50160 10.5 160 16 5 0.5
TCL/D10.50200 10.5 200 16 5 0.5
TCL/D10.50250 10.5 250 16 5 0.5
TCL/D10.50315 10.5 315 16 5 0.5
TCL/D10.50400 10.5 400 16 5 0.5
TCL/D10.50500 10.5 500 16 5 0.5
TCL/D10.50630 10.5 630 16 5 0.5
TCL/D110100 11.0 100 16 5 0.5
TCL/D110125 11.0 125 16 5 0.5
TCL/D110160 11.0 160 16 5 0.5
TCL/D110200 11.0 200 16 5 0.5
TCL/D110250 11.0 250 16 5 0.5
TCL/D110315 11.0 315 16 5 0.5
TCL/D110400 11.0 400 16 5 0.5
TCL/D110500 11.0 500 16 5 0.5
TCL/D110630 11.0 630 16 5 0.5
TCL/D120100 12.0 100 18 7 0.8
TCL/D120125 12.0 125 18 7 0.8
TCL/D120160 12.0 160 18 7 0.8
TCL/D120200 12.0 200 18 7 0.8
TCL/D120250 12.0 250 18 7 0.8

MAT : DIN 1.2344 Bonificato
TESTA : 45 ± 5 HRC
DUREZZA :HRC 38/43
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TCL/D
ESPULSORE TESTA CILINDRICA 
NON NITRURATO LAVORABILE DIN 1530

Codice D L D1 K R
TCL/D120315 12.0 315 18 7 0.8
TCL/D120400 12.0 400 18 7 0.8
TCL/D120500 12.0 500 18 7 0.8
TCL/D120630 12.0 630 18 7 0.8

TCL/D12.20100 12.2 100 18 7 0.8
TCL/D12.20125 12.2 125 18 7 0.8
TCL/D12.20160 12.2 160 18 7 0.8
TCL/D12.20200 12.2 200 18 7 0.8
TCL/D12.20250 12.2 250 18 7 0.8
TCL/D12.20315 12.2 315 18 7 0.8
TCL/D12.20400 12.2 400 18 7 0.8
TCL/D12.20500 12.2 500 18 7 0.8
TCL/D12.20630 12.2 630 18 7 0.8
TCL/D12.50100 12.5 100 18 7 0.8
TCL/D12.50125 12.5 125 18 7 0.8
TCL/D12.50160 12.5 160 18 7 0.8
TCL/D12.50200 12.5 200 18 7 0.8
TCL/D12.50250 12.5 250 18 7 0.8
TCL/D12.50315 12.5 315 18 7 0.8
TCL/D12.50400 12.5 400 18 7 0.8
TCL/D12.50500 12.5 500 18 7 0.8
TCL/D12.50630 12.5 630 18 7 0.8
TCL/D140100 14.0 100 22 7 0.8
TCL/D140125 14.0 125 22 7 0.8
TCL/D140160 14.0 160 22 7 0.8
TCL/D140200 14.0 200 22 7 0.8
TCL/D140250 14.0 250 22 7 0.8
TCL/D140315 14.0 315 22 7 0.8
TCL/D140400 14.0 400 22 7 0.8
TCL/D140500 14.0 500 22 7 0.8
TCL/D140630 14.0 630 22 7 0.8
TCL/D150100 15.0 100 22 7 0.8
TCL/D150125 15.0 125 22 7 0.8
TCL/D150160 15.0 160 22 7 0.8
TCL/D150200 15.0 200 22 7 0.8
TCL/D150250 15.0 250 22 7 0.8
TCL/D150315 15.0 315 22 7 0.8
TCL/D160100 16.0 100 22 7 0.8

Codice D L D1 K R
TCL/D160125 16.0 125 22 7 0.8
TCL/D160160 16.0 160 22 7 0.8
TCL/D160200 16.0 200 22 7 0.8
TCL/D160250 16.0 250 22 7 0.8
TCL/D160315 16.0 315 22 7 0.8
TCL/D160400 16.0 400 22 7 0.8
TCL/D160500 16.0 500 22 7 0.8
TCL/D160630 16.0 630 22 7 0.8
TCL/D180100 18.0 100 24 7 0.8
TCL/D180125 18.0 125 24 7 0.8
TCL/D180160 18.0 160 24 7 0.8
TCL/D180200 18.0 200 24 7 0.8
TCL/D180250 18.0 250 24 7 0.8
TCL/D180315 18.0 315 24 7 0.8
TCL/D180400 18.0 400 24 7 0.8
TCL/D180500 18.0 500 24 7 0.8
TCL/D180630 18.0 630 24 7 0.8
TCL/D200125 20.0 125 26 7 0.8
TCL/D200160 20.0 160 26 7 0.8
TCL/D200200 20.0 200 26 7 0.8
TCL/D200250 20.0 250 26 7 0.8
TCL/D200315 20.0 315 26 7 0.8
TCL/D200400 20.0 400 26 7 0.8
TCL/D200500 20.0 500 26 7 0.8
TCL/D200630 20.0 630 26 7 0.8
TCL/D200160 25.0 160 26 7 0.8
TCL/D250200 25.0 200 32 8 1.0
TCL/D250250 25.0 250 32 8 1.0
TCL/D250315 25.0 315 32 8 1.0
TCL/D250400 25.0 400 32 8 1.0
TCL/D250500 25.0 500 32 8 1.0
TCL/D250630 25.0 630 32 8 1.0
TCL/D320200 32.0 200 32 10 1.0
TCL/D320250 32.0 250 32 10 1.0
TCL/D320315 32.0 315 32 10 1.0
TCL/D320400 32.0 400 32 10 1.0
TCL/D320500 32.0 500 32 10 1.0
TCL/D320630 32.0 630 32 10 1.0

MAT : DIN 1.2344 Bonificato
TESTA : 45 ± 5 HRC
DUREZZA :HRC 38/43


